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ABSTRACT: This report covers initial results of an attempt to
provide a scientific basis for determining ignition energy
requirements of practical gun and rocket systems. As the
first phase of this work, an analysis was made of 29 rounds
for guns ranging from 20 run to 15 inch. From this study an
important fact has emerged: the dominant factor in deter-
mining:r ignition energy requirements in guns is the product of
the area of the propellant system (including other areas
exposed to ignition products) and the experimental iý;nition
energy per unit area of the propellant. Future work is expected
to establish the relative importance of secondary factors and
to refine the equation for quantitatively designing gun igni-
tion systems.
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This report correlates ignition system requirements for
29 gun rounds of various calibers. Except for the 3 inch gun
all rounds have been service accepted and presumably the
ignition systems have been optimized empirically. The results,
while not final, should provide some guidance to those
designing ignition systems for guns. This work was performed
under Task NOL-B2d-02-1-5.

JOHN T. HAYWARD
Captain, USN
Commander
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NO0•1METC LATURE

A Total surface area exposed to ignil;ion gases, cr#2

D Dia•meter of propellant charge, cm

H0  Heat of exploApon, cal./g

L Length of propellant charge, cm

"Total energy in ignition system, cal.

4C Experimental energy required per unit area of propellant
for ignition in three millkseconds, cal./cm 2

q.. Ratio of energy in ignition systerri to surface area ex-
posed to ignition gases (C/A), cal./cm 2
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A i.&fTHOD FOR PREDICTING IGNITION ENERGY REQUIREAENTS

OF PRACTICAL PROPELLANT SYSTEMS. PART I*

I. INTRODUCTION

Ui to Ghe present time, the deteraination of ignition
ener.rTy requirements for guns and rockets has been a process
which combined art and experience with trial and error. The
pre~snt work has yielded a rough basis for the scientific
prediction of such rectutirements and with further development
it is expected that a more precise equation will be provided.

This work was the outgrowth of a previous investigation

in which ignizion encrgies were determined for a series of
propellants. These were determined in a locked-stroke com-.
pressor and under pressures and temperatures sufficient to
bring about ignition in three milliseconds. Ignition intervals
in giuas and some rockets are comparable to this value. This
data and a theoretical treatment, which permits extension of
the daua to othcr ignition intervals and ambient temperatures
of !he propollant, have been reported (1). A logical applica-
tion of this data was the determination of whether the product
o0 tle area of' a propellant and its ignition energy requirements
per uniu area was the dominant factor in determining ignition

energy requiroments for practical systems.

2hc viewnoinu that an ideal ignition Jystem would simul-
taneously ignite all surfaces of the propellant has been
widely accepted. It would seem logical that the above-mentioned
oroduct would thus be at least a major factor in determining
practical ig;nition energy requirements. Lack of experimental
data on the amnounts of energy required to ignite unit areas of
propellant or the feeling that the summation of other factors
was more important may have discouraged investigation of this
factor0 Whatever the cause, there is only a little data
reported which indicates much interest in this factor. An
experimenýal study on rockets oy Warren and Cronhardt (2) is
probably the most closely related work.

The investigation of this product has been fruitful and
the first phase of the work is described below.

II. APPROACH '2O THE PR06LEM

It was decided that a comparison of the amounts of energy
present in practical ignition systems (.o) with the theoretical
quantities indicated oy the area - ignition energy product
would be a j;ood startinr; poin'.. A few roi.,,gh calculations have
been made on rockets and these will be extended. Principal

1
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emphasis has so far been on guns and it is this data which is
described here.

From the beginnings, it was recognized that there were
iqany complicaLlons which might make evaluation difficult.
The rate at which a primer supplies energy, the ambient
zc ?craturc of the propellant, the position and design of the
ignition system, the length/diameter ratio of the propellant
charade, the porosity of the propellant bed, the extent to
whicri one part of the propellant ignites another, the quantity

and location of free volle, and other factors would probably
have some influence on a system's ignition energy requirements.
If, in spite of the many uncertainties involved, a good.
correlation of Q with the product of the total surface area
(A) and the ignition energy per unit area (qc) for the propel-
lant ware obtained, then this product could be considered
dominant.

iII. SoURCES 0F •DATA

The rounds so far analyzed have been largely selected
oecause the necessary data on them were readily available. It
is surprisingly difficult to obtain complete-round, detailed
data on American guns. Complete-round data from intelligence
reports by Picatinny Arsenal on captured ammunition have been
particularly useful as well as some older British manuals.
Althou-ah we presently have unanalyzed data on many additional
r.,uns and are acquiring more, the present data onI.y include a
number of different rounds from test firings on the 3"/70
American gun and data from 18 different, service-accepted
rounds, includinw; *-ritish lO" and 15" guns and captured guns
of 20 mm, 37 mm, i_.7 mm (1 and s), 50 mm (l and s), 88 mm
(1 and s), and 152 rmm calibers, where 1 and s mean long and
short charge. Black powder and smokeless powders were used as
ignition materials in the primers, and a variety of primer
loca ions and designs is included. A number of propellant
composi ions, grain geometries, and packings are represented,
includin,, the short, multiperforate, random-pauoked type and
types in which long o.undles of unperforated (cylindrical and
strip) or single-perforated rods were used.

The sources of information which form the basis for
analysis of the rounds considered in this report are listed in
Table I. In general, the or-mary data for a given round falls
into four categories: it is descriptive of the ignition-
energy source, of the propellant, of the powder chamber and of
the derrrce of i•:nition achieved. In the following sections,
eticn of these areas of information is treated individually.

2
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IV. PROCESSIN.: OF APPLICABLE DATA

A. Ignition Energy Data

Da;n in this class consists of composition and weight of
each comDonent which supplies energy for the irgnizion of the
propellant. Heat of explosion is generally not given, and
must be found elsewhere',%

Information is often incomplete concerning the initiator
material in w-hich, oy electrical or mechanical means, burning
is startcd. Where its weight is unknown, its energy contribu-
tion must be neglected. Where wei-ht is given, but data on
heat of explosion is unobtainable, the corresponding value for
blaclr powder is arbitrarily assirnedo.` The errors thus incurred
are smnall, for the energy derived from tiis unit usually T-iounts
to consiucrably less than 1%0 of the total ignition energy
supplied.

Although black powder of the usual military composition
(7L4c potassium nitrate, 16%• charcoal, 10% sulfur) plays a
contributing role in most ignition systems, there seems to be
no general agreement on a "best" value for its heat of ex-
)losion. For the purpose of this work, an average value is

used which is based on all aviailable figures, as shown in
Table II. Each figure is weighted according to the number of
powdier -,ranulations which it represents. In cases where a
range is given, its mid-point is adopted as a mean figure.
Water present in the reaction products is assumed gaseous.

The resulting average value of 698.8 cal./g is used
throughout this waork. No claim is made as to its accuracy;
it is regarded simply as the most reasonable present estimate.
If future investigration shows it to be substantially in error,
corrections may very readily be applied to the calculated data
in which it appears.

Ignition energy for the 37 am, 50 mm and 88 mm rounds
treated in this report is chiefly supplied by a chargeo of
smokeless powder. Since chemical composition is given for all
such powders, heat of explosion can be calculated. It is
assiumed equal to the "calorimetric value" computed from the
figures used by Pike (29), thus takcing into account the thermal
contribution or demand of each ingredient of the powder. Heats
of explosicn obtained in this manner range rrom 690 to 991

cal./g. Where these powders are contained in bags made from
nitrocellulose, the same method is used for computinfg energy
supplied by the bag material.

3
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Nitrocellulose, the chief ingredient in these energy
sources, is present in varying degrees of nitration; its
energy content varies accordingly. The following expression,
taken from Reference 29, relates this factor to calorimetric
value for nitrocellulose:

Cal. Val. = 140p - 810

where Cal. Val. = calorimetric value at constant volume,
ca ./g

P = wei ht percent nitrogen in nitrocellulose.

This equation is based upon a critical survey of the literature,
and is believed to represent the best information presently
available. It is used in this work wherever heat of explosion
for nitrocellulose is needed.

B. Propellant Data

Primary data on the propellant include chemical composi-
tion, geometry and dimensions of the individual grain, dim-
ensions of the overall charge, and charge weight. These permit
the calculation of surface area, solid volume, and ratio of
leng.th to diameter for the entire propellant charge. Other
useful figures are sometimes given, such as grain density and
number of grains per unit weight. Exact computation of the
latter is possible if dimensions and density of the grain are
k-nown.

In the absence of experimental data, density is estimated
from chemical composition. This procedure requires knowledge
of the densities of Lhe various constituents of the propellant,
for it involves calculating the volume occupied by each con-
stituent in its pure state and adding together these figures;
its accuracy depends upon the assumption that the volume of
the blend is equal to the sum of the volumes of the individual
constituents. For seven rounds in this report where sufficient
information is •vaila'1h, check calculations show that the
average error in density due to the use of this approximation
is 4.2, •.

Density for nitrocellulose, often the major propellant
ingredient, is ta-ken as 1.66 g/cc., regardless of degree of
nitrazion. Apparently, as stated in Reference 30, increased
nitration produces no marked change in density, since the
enlarged volume tends to be offset by greater ýrolecular weight.
Several sets of data relating specific gravity to percent
nitrogen are given by Fabel (31) but these snow no general
a':re omcnt.

4
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Nominal grain diameter for the Cordite prooellant used in
the 10" and 15, rounds is described in the 3ritish source (21)
as the diameter of the die through which the cylindrical grain
is extruded. Actual service diameter is less than this, due to
solvent loss during drying, and is calculated from the follow-
ing equation:

Dd = De(Vd/Ve)l/3

where Ve = volume•wf a given length of extruded grain,
before drying

Vd = volume of same grain, after drying

De = diameter of grain, before drying (nominal
diameter)

Dd = diameter of grain, after drying (service
diameter)

Vd is found from values for service density of different types
of Cordite (32). Ve is then computed from percentare-com-
position data before and after drying (21) by addin, to Vd the
volume of solvent lost during the drying process. The service
dianeter of Cordite Mk. I is thus found to be 91.T7 of the
nominal diameter stated in Reference 21; for Cordite M.D., the
corresponding figure is 85.5.

Three types of surface go to make up the total surface
area to which energy is transferred by the ignition gases.
These are (1) the propellant surface. which constitutes on the
average 90; of the total surface area; (2) the metal surfaces
within the powder chamber, including the chamber walls, the
primer body and the projectile base; and (3) the bags of rayon
or silk cloth which are often used to encase the ignition
char :e or the propellant. In contrast to cloth made from
nitrocellulose, these fabrics contribute -no energy to the
ignition process, and are regarded simply as inert surfaces.
No attempt is made to calculate precisely their effective area.
Instead, they are assumed to consist of sheet material rather
than woven cloth, and surface area is computed from length and
diameter on this basis, taking into account both sides of the
sheet. In comparison to the propellant, the bagfrs contribute
very little to botal surface area, and the error introduced by
this assumption can thus be neglected. It was shown in
Reference 1 that under short transfer times from a hot was to a
solid the thermal properties of the solid h:d little effect on
the amount of energy transferred. This provides some justifi-

5
CONFIDENTIAL



CONFIDENTIAL

NAVORD Report 4189

cation for lumpinF! all areas together.

C. Powder Chamber Data

For the calculation of the powder-chamber areas mentioned

above, it is necessary to know the internal configuration and
dimensions of the chamber. This information is most often
supplied by a sectional drawing which is dimensioned or drawn
to scale. Such a drawing also makes possible the estLriation
of total volume available within the charnber. Free volume is
then computed as the diffrence between available volume and
solid volume of the propellant charge.

D. Degree of Ignition

Except for the 3"/70 data, which represent a development
program carried out at the Naval Proving Ground, all rounds
treated. in this report are service-aceepted. Although it is
not known what acceptance criteria were applied, ignition is
assumed to be satisfactory.

For the variDus 3" rounds shown in Table II, degree of
ignition achieved is indicated by the tabulation of percent
hangfires. In 'Table III and Figure 1, only those 3" rounds
are represented which show no hangfires under any of the

- conditions tested.

7. RESULTS AND DISCUSSION

The results of some of the calculations are listed in
Table III. Note the large ranges of primer energies and
propellant areas included. Q/A is called qg. Experimental
values of qc were taken directly or estimated from compressor
daua. The quantity q /qc, which is equal to q/Aqc is thus a
valuable comparison b~sis.

The first rounds investigated were for the 3"/70 gun,
using I:aval Proving Ground data from test firings made as part
of an ignition and ballistics study. Tests in the first report
on these firings (15) were all made with the same type primer
but with propellant grains of various sizes and therefore
different areas. Compressor tests t&lso indicated that there
was some variation in ignition energy requirements among the
-propellants used, due to small differences in chemical com-
position. The test rotnuds were fired at temperatures ranging
_rom "3$oF to 12 0 0F. Analysis has begun on some data on

firing-s included in a more recent N1aval Proving Ground report
(16) in which tests using modified primers were included.
The results of the calculations on the first group of firings
and some data .'rom the more recent group are included in

6
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Lal1e1. As i>rnilion energy requirements increase .-ith
;ecreasinr temperaiture, the temperatures at which hangfires
occur are good indications of the adequacy of ij.ni.Lbion.
Y'hcre is a good correlation between the valuas of qg/Ac and

,se U.acratures at which hangfires occur. If the absence
of' hangfi-res at -35°F is used as the criterion of successful
iý-ni ion, then only those rounds in which a' qc was . 02 or
'reaser we-e satisfactory. Two rounds %iIhi$ihcr valucs were

not sat.-sfactaory by this criterion, thouh martinal (2kPF-295-S
with 372 grain primer andq iqc = .90 and HKPC-l with 504
grain primer and ql/qc = 1.57). The highest value tabula edwas l.b3 for _ P-377-S propellant and the 6O1. grain primer.
Although excessive pressures were not encountered with this
combinauion at 1200 F, pressure steps were worse with this
primer than with the 404 grain primer. The 60D Frain primers
had additional vent holes. This effectively allowed the
primers to supply energy at a higher bverall race but without
a corresponding increase in the localized evolution rate at
each vent. The importance of this modification wý, s demon-
"s.rated hy bhie excessive oressures develored when a primer
from which rihe extra rents were omitted was inadvertently used.
it thus seetos that a value of qj/qc as low as .82 and as high
as 1.63 can give ignition of a rairly satisfactory nature,
'ut in some instances limits should be narrower0.

The average value of q /qc for the twelve types of rounds

in Table III is 2.88. Thisgaverage includes errors due to the
ase of a constant qc for each propellant and due to the
assumnption that all the energ,-y in the primer was transferred
to the propellant (without regard to the desifn of the primer
yr the difficulties imposed by the propbllant bed on L-he
distric•ution of energy). Adjustment in qc for, various ambient
propellant temperatures and for various energy sr.nsfcr r:tes
otri be nlade when these temperatures and rau;s are known. The
above value of qf'/qc would thus be reduced by a facor of
about 1.14. if computations were based on the larmer valucs of
qc at -in-ient temperatures of -35OF rather tiian 77 0 i (290°K).
The 3 millisecond igmnition energy is prooably near the lower
limit ['or practical systems. Ignition intervals can be
ostimated by subtracting the travel time of the proj,,.ctile
from the election time. Ejection times me'isured for the 3"/1'0
•am were as low as 12 milliseconds at high ambient tempera-
tures of the charg-.e, but were considered normal up to 2P
milliseconds (25 - 50 ms is long, ,reater than• ;0 is iiang~fire).
The projectile travel time was estimated at 10 10ilizccon•s,
!o,'5umi~ an avcrage velo.ity of one-half the uac.U velocity
and a distance of travel equal to the !envth of thecrre!.
.ormal ignition intervals of 2-15 millisecoICS w',Ce thus

0:5 ano-r~ k A i millisecond intcervfs-l of eo
ruc:u.•'&: :b; [ ;times as much enerny oor

7:;O] D N 2A
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2 millisecond interval. All parts of the propellant, of course,
are not simultaneously ignited and it is also doubtful if there
is time for the full contents of the primer to discharge
during a 2 millisecond ignition interval. Considering these
and other sources of error, the average value of qg/qc = 2.88
is a good correlation, but a better basis of comparison is
given below.

Fig~ure 1 is a log-log plot of A versus Q(L/D)/qc, where
L/D is the length/diameter ratio of the propellant charge. A
good straight line is obtained; the line drawn being determined
by the method of least squ'r'es and having a Pearson correlation
coefficient of .97. From this line the following equation was
obtained;

Q = 12.1 A" 9 9 qc D/L

SA ood straight line is also obtained if the corrections for
L/D and qc are omitted, but the correlation coefficient is
* worse. 2his equation plus the values of qg/qc obtained show
rahIer clearly that the product of the propellant's area (plus
other exposed arca) times its ignition energy requirements per
uniL area is the dominant factor in determining the amount of
iition energy needed for guns.

The scatter about the line was found not to be a function
of A. Ideally, qg/qQ should be constant; thus we can analyze
iho sca;ter by ý;ldtting qg/qc against any desired variable.
ibis as the basis of the inclusion of the L/D correction.

vrorn the data now available there are already indications that
other factors causing the scatter can be determined after more
(-.aa is acquired. It should be pointed out that the use of an
ex'oon~n• of one for D/L is arbitrary. When more datn becomes
availa))le a different value may be assigned.

If factors which are roughly functions of A (such as
charfe weight, free chamber volume, and total chamber volume)
are used to replace A in the log-log type plots, straight
line relationships can be obtained. The scatter is worse,
hnowever, and the slopes obtained are distinctly different from
one. Only a line with a slope of one on a log-log plot will
yield a straight line with linear coordinates. It is thus
concluded that A is the important factor and the correlation
obtained with the other factors is purely a reflection of the
deree of their dependence on A.

In analyzing scatter to obtain additional correction
factors for calculatinr," ignition energy requirements, it seems
that considerable information will be obtained on the efficien-
cies of various designs of igniters as well as the ulfects of

8
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factors such as shapes and sizes of propellants. This is an

extra dividend beyond original expectat-ons.

VI. CONCLUSIONS

1. The product Aqc is dominant in determinin- ignition
energy requirements of guns.

2. Statistical t~eatment of present data indicates that
one of the important secondary factori is the ratio L/D.
Considerable reduction-n scatter is obtained by includings this
factor.

3. An equation is thus obtained for calculating i;Tnition
energy requirements for Mu systems -

Q kA qc fl f 2 --- fn, where

the f's are functions of secondary hactors; f, being a function
of L/D and the other fts being functions of variables which
future analysis should establish. The constant "k" will vary
with the f's if the nxsLant portion of each f is separVed
from the variable por ion.

4. Analysis of these f functions will be useful in
assessing the effects of such variables as propellants' shapes,
sizes, and pjacking and the effectiveness of various designs
of igniuion systems.

9C 0NFIDENT IAL



CONFIDENTIAL
NAVORD Report 4189

BIBLIOGRAPHY

1. Bryan, G. J. "Ignition of Propellants by Hot Gases.
Part III. Ignition Energy Requirements and Heat
Transfer under Transient Conditions", NOL NAVORD 3818
(i955).

2. Cronhardt, R. S. and Warren, F. A., "Ignition of Rocket
*iotors", LOTS 453 NAVORD 1925 (1951).

3. Dennis, E. H., "Examinat1i, of Unfired 20 mm A. P.
Incendiary Complete Round of German Ammunition",
Picatinny Arsenal Technical Report No. 1248,
"21 April 1943.

Schillin, A. L., "Examination of Unfired 20 mm H.E.,
Shell Destroying; Tracer Type, Complete Round of German
Am•muniion", Picatinny Arsenal Technic4l Report No. 1256,
1 Hiay 1943.

5. Dennis, R. II., "Examination of Unfired 37 mm A. P. H. E.
(Round Nose) Complete Round of German Ammunition",
Picatinny Arsenal Technical Report No. 1253, 26 June
1943.

U. Dennis, R. il., "Examination of Unfired 37 mm H. E.e
Complete Round of German Ammunition FHAM-15",
Picatinny Arsenal Technical Report No. 1314,
3 June 1943.

7. Dennis, R. , "Examination of Unfired 37 mm A. P. H. E.
(ionobloc) Complete Round of German Ammunition",
Picabinny Arsenal Technical Report No. 1320,
3 :I"ovember 19)43.

8. Author Unknown, "Examination of Unfired 47 mm A. P. C.
Comnilete Lounc: of German Ammunition", Picatinny
Arzenal Tccrnical Report No. 1243, 30 April 1943.

9. Schillin: , A. 3., "Examination of Unfired 47 mm
A. L .. (:.*onobloc) Complete Round of Italian
funmunition", Picatinny Arsenal Technical Report No.
12•8, 7 June 1943.

10. Schillin,;, A. B., "Examination of Unfired 50 mm
A. P. 1lk. III Hig7h Velocity Complete Round of German
Am•iunition (Long Case)", Picatinny Arsenal Technical
Report No. 1240, 11 March 1943.

10

CONFIDENTIAL



CONFIDENT IAL
NAVORD Report 4189

11. Dennis, R. M., -"Examination of Unfired 50 mm A. P. C.,
H. E. Complete Round of German Ammunition (Long Case)
FMA!M-1911 , Picatinny Arsenal Technical Report No. 1274,
2 August 1943.

12. Schilling, A. B., "Examination of Unfired 50 mm A. P.
H. E. Projectile Complete Round of German Ammunition
(Long Case) FILA4-99", Picatinny Arsenal Technical
Report No. 1468, 23 January 194i5.

13. Schilling, A. B "Examination of Unfired 50 mm A. P.
High Velocity Complete Pound of German Ammunition
(Short Case) FMAM-20", Picatinny Arserial Technical
Report No. 1267, 3 September 1943.

14. Dennis, R. M1., "Examination of Unfired 50 mmu A. P. H. E.
(Monobloc) Complete Round of German Ammunition FMAIAM-21",
Picatinny Arsenal Technical R eport No. 1273,
22 July 1943.

15. Rossbacher, R. I., "Final Report on Muzzle Velocity
Uniformity in the 3"/70 Caliber Gun Type G", U. S.
Naval Proving Ground Report No. 1238, 5 February 1954.

16. Rossbacher, R. I., and Blank, C. B., "Cool Propellants
for 3"/70 Caliber Gun: Ignition and Ballistics Study",
U. S. Naval Proving Ground Report No. 1288,
10 September 1954.

17. Schillin!', A. B1., "Examination of Unfired 88 ;m H. E.
Shell Complete Round of German Flak 41 Ammunition
(Long Case) FIWi-3691', Picatinny Arsenal Technical
Report No. 1391, 29 September 1944.

18. Schilling, A. B., "Examination of Unfired 88 mm A. P. C.
Projectile Complete Round of German Flak 41 Ammunition
(Long Case) FMAI-4-370", Picatinny Arsenal Technical
Report No. 1392, 30 September 19M/4.

19. Schilling, A. B., "Examination of Unfired 88 mm A. P. C.,
H. E. Complete Round of German Ammunition", Picatinny
Arsenal Technical Report No. 1228, 5 March 1943.

20. Haverlak, F. G., "Examination of German 152 mm Complete
Round, Concrete Piercing Projectile (FMAM-1216) and
Cartridge Case with Propelling Charge (FKAM-1217), of
Russian Origin", Picatinny Arsenal Technical Report No.
1575, 2 November 1945.

1LI CONFIDENTIAL



CONFIDENT IAL
NAVORD Report 4189

21. British War Office,"Treatise on Ammunition", 10th
Edition, London, 1915.

22. Burns, J. W., "Black Powder Manual", No D. R. C.
Section H, Division 3, 24 February 19%4.

23. Verbal Conmwunication from R. H. Kray, Naval Powder
Factory, to G. D. Edwards, Naval Ordnance Laboratory.

21ý. Goldhagen, S., and Zihlman, F. A., "An Evaluation of the
Naval Powder Factory Iiitability Method Using Ignition
Systems Other than Black Powder", Bulletin of the First
Symposium on Solid Propellant Ignition, S. P. I. A.,
September 1953.

2.5. Verbal Communication from C. G. Lawson, British Joint
Services Mission, Washington, D. C., to G. D. Edwards, -

Paval Ordnance Laboratory.

26. Davis, T. L., "The Chemistry of Powder and Explosives",
John Wiley, 1943, p. )43 (Value determined by Noble and
Abel).

"27. Private Comnunication from D. C. Vest, Ballistic Research
Laboratories, to a. D. Edwards, Naval Ordnance Laboratory.

28. Davis, P. L., pp.cit., p. 210.

29. Pike, H. U. M., "Thermochemical Data for Propellant
Ingredients and their Products of Explosion", Armament
Flesepr'ch. Dstablishnent Report No. 25/49, December 194 9 .

30. Ordnance School, Picatinny Arsenal, "Ammunition, Powder
and Explosives", Dover, Y. Jo, 19%0, Vol. I, Sec. 111-2.

31. Fabel, K., "Nitrocellulose", Ferdinand Enke, Stuttgart,
1950.

32. Eýritish l4ar Office, "Text Book of Ammunition", London,
1936.

12
CONFIDENTIAL



CONFIDE1T IAL
NAVORD Report 4•189

TABLE I

SOURCES OF DATA FOR THE ROUNDS CU'YSIDLRE.D IN THIS REPChiT

Type of Round Literature Source

20 mmn Reference (3)"i "1 ( 4 )

37mm I (5)
(6)

fY (7)

147 mm, Long Charge (8)

47 rmm, Short Charge (9)

50 rmm, Long Charge (10)
it (11)

" " " " ( 1 2 )

50 rmn, Short Charge (13)

3 inch (15)
"It (16)

88 mm, Long, Charge (17)
""If i (18)

88 mx, Short Charge (19)

152 mm (20)

10 inch (21)

15 inch (23)

13
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TABLE II

HEAT OF EXPLOSION FOR MILITARY BLACK POWDER

Information Powder Conditions He Value Weight Contri-
Source Granulation (cal./g) Assigned bution

to He

Ref. (22) Large Grain Unknown 725.7 1 725.7

" (22) Fine Grain 738.3 1 738.3

"(23) FFFG & Meal Du Pont Bomb; 705.5 2 1411

!-atm. He (mean)

" (23) FFFG & Meal Parr Bomb; 700 2 1400
1-15 atm. (mean)

" (24) FFG Unknown 702 1 702

" (25) Unknown " 694.6 1 694.6

" (26) RLG 718.1 1 718.1

" (27) A-1, A-3a 68 atm. N2 670 3 2010

& FFFG (avg.)

" (28) Unknown Unknown 685 1 685
Totals: 13 9084.7

Average 'Jalur for H. = 698.8 cal./g13
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